
 

 

 

JUSTERBAR PRESSOSTAT MED BESKYTTELSESHÆTTE (P1)

ADJUSTABLE PRESSURE SWITCH WITH PROTECTION CAP (P1)

Varenr.

Code Type kg

APIF4R10P2 F4R-1-P3+P1 0.05

APIF4S10P2 F4S-1-P3+P1 0.05

APIF4T10P2 F4T-1-P3+P1 0.05

APIF4V10P2 F4V-1-P3+P1 0.05

APIF4Z10P2 F4Z-1-P3+P1 0.05

APIF4Y10P2 F4Y-1-P3+P1 0.05

Arbejdstemperatur - Working temperature : -20°C - +80°C

MATERIALE - MATERIAL :  HUS - HOUSING : STÅL - STEEL

AKKUMULATORER OG MÅLEINSTRUMENTER - ACCUMULATORS AND MEASUREMENT INSTRUMENTS

Piston

Piston

Piston

Membrane

P Gevind

MAX Thread

bar BSP

25

F4

Indstilling

Setting Range Execution

600

1/4"

P1

25

5 > 50 bar 300

10 > 100 bar

20 > 200 bar

300

300

Membrane

Piston

0.2 >  2.5 bar

1 > 12 bar

50 > 400 bar




