POMPE MULTIPLE AD INGRANAGGI Galtech MULTIPLE GEAR PUMPS

GR1+GR1

Ve

Codice ordinazione kit / kit order code  010911000000000

Codice ordinazione kit / kit order code  010911000000000 Codice ordinazione kit / kit order code  010911000000000

mm (inch) mm (inch)
A B C A B C
52.2 177.9 2341 48.2 166.1 218.3
A9.8 (2.053) (7.006) (9.217) A7.8 (1.898) (6.539) (8.594)
52.2 174.0 226.2 48.2 163.3 212.6
AT-8 (2.053) (6.850) (8.906) A6.3 (1.898) (6.427) (8.370)
52.2 171.2 220.5 48.2 160.7 207.5
A6.3 (2.053) (6.738) (8.681) AS.0 (1.898) (6.327) (8.169)
52.2 168.6 2154 48.2 159.2 204.4
A5.0 (2.053) (6.638) (8.480) Ad.2 (1.898) (6.266) (8.047)
52.2 167.1 212.3 48.2 158.2 202.5
Ad4.2 (2.053) (6.577) (8.358) A3.7 (1.898) (6.228) (7.972)
52.2 166.1 210.4 48.2 157.2 200.5
1SPA9.E  + A3.7 (2.053) (6.539) (8.283) 1SPA7.8  + A32 (1.898) (6.189) (7.894)
’ A3.2 52.2 165.1 208.4 A2.5 48.2 155.9 197.8
) (2.053) (6.500) (8.205) ) (1.898) (6.136) (7.787)
52.2 163.8 205.7 48.2 154.9 195.8
A2.5 (2.053) (6.447) (8.098) A2.0 (1.898) (6.096) (7.709)
52.2 162.8 203.7 48.2 154.1 194.3
A2.0 (2.053) (6.407) (8.020) A1.6 (1.898) (6.067) (7.650)
A1.6 52.2 162.0 202.2 A1.2 48.2 153.3 192.6
) (2.053) (6.378) (7.961) ) (1.898) (6.033) (7.583)
52.2 161.2 200.5 48.2 152.7 191.5
A1.2 (2.053) (6.344) (7.894) A0.9 (1.898) (6.012) (7.539)
52.2 160.6 199.4
A0.9 (2.053) (6.323) (7.850)

-mCon la flangia SAE AA incrementare le quote A, B, e C di 3.5 mm With SAE AA flange increase A, B, and C dimensions of 0.138 inch



POMPE MULTIPLE AD INGRANAGGI Galtech MULTIPLE GEAR PUMPS

Codice ordinazione kit / kit order code  010911000000000 Codice ordinazione kit / kit order code  010911000000000
mm (inch) mm (inch)
A B C A B (o3
454 157.6 206.9 40.3 142.4 186.7
A6.3 (1.785) (6.203) (8.146) A3.7TC (1.587) (5.606) (7.350)
454 155.0 201.8 40.3 141.4 184.7
A5.0 (1.785) (6.102) (7.945) A3.2TC (1.587) (5.567) (7.272)
45.4 153.5 198.7 40.3 140.1 182.0
Ad.2 (1.785) (6.041) (7.823) A2.5TC (1.587) (5.514) (7.165)
454 152.5 196.8 40.3 139.1 180.0
A37 (1.785) (6.004) (7.748) 1SPA3.7 + A20TC (1.587) (5.474) (7.087)
454 151.5 194.8 40.3 138.3 178.5
1SP A6.3 + A3.2 (1.785) (5.965) (7.669) A1.6TC (1.587) (5.445) (7.028)
’ A2.5 45.4 150.2 1921 A1.2TC 40.3 137.5 176.8
: (1.785) (5.911) (7.563) i (1.587) (5.411) (6.961)
454 149.2 190.1 40.3 136.9 175.7
A2.0 (1.785) (5.872) (7.484) A0.9TC (1.587) (5.390) (6.917)
454 148.4 188.6 39.3 139.4 182.7
A1.6 (1.785) (5.843) (7.425) A3.2TC (1.547) (5.488) (7.193)
454 147.6 186.9 39.3 138.1 180.0
A1.2 (1.785) (5.809) (7.358) A2.5TC (1.547) (5.435) (7.087)
454 147.0 185.8 39.3 1371 178.0
A0.9 (1.785) (5.787) (7.315) 1SP A3.2 + A2.01C (1.547) (5.396) (7.008)
A5.0 42.8 149.9 196.7 ) A1.6TC 39.3 136.3 176.5
: (1.685) (5.902) (7.744) : (1.547) (5.366) (6.949)
42.8 148.4 193.6 39.3 135.5 174.8
Ad.2 (1.685) (5.841) (7.622) A1.2TC (1.547) (5.333) (6.882)
42.8 147.4 191.7 39.3 134.9 173.7
A3.7 (1.685) (5.803) (7.547) A0.9TC (1.547) (5.311) (6.839)
42.8 146.4 189.7 37.9 135.4 177.3
A3.2 (1.685) (5.764) (7.469) A2.5TC (1.494) (5.329) (6.980)
42.8 145.1 187.0 37.9 134.4 175.3
1SPAS.0 + A25 (1.685) (5.711) (7.362) A2.0TC (1.494) (5.289) (6.902)
42.8 1441 185.0 37.9 133.6 173.8
A2.0 (1.685) (5.671) (7.283) 1SPA2.5 *+ A16TC (1.494) (5.260) (6.843)
42.8 143.3 183.5 37.9 132.8 1721
A1.6TC (1.685) (5.642) (7.224) At.2TC (1.494) (5.226) (6.776)
42.8 142.5 181.8 37.9 132.2 171.0
A1.2TC (1.685) (5.608) (7.157) A0.9TC (1.494) (5.205) (6.732)
42.8 141.9 180.7 36.9 132.4 173.3
A0.9TC (1.685) (5.587) (7.114) A2.01C (1.455) (5.211) (6.823)
41.3 145.3 190.5 36.9 131.6 171.8
Ad.2TC (1.624) (5.719) (7.500) 1SP A2.0 + A1.6TC (1.455) (5.181) (6.764)
A3.7TC 41.3 144.3 188.6 ) A1.2TC 36.9 130.8 170.1
' (1.624) (5.681) (7.425) ' (1.455) (5.148) (6.697)
41.3 143.3 186.6 36.9 130.2 169.0
A3.2TC (1.624) (5.642) (7.346) A0.9TC (1.455) (5.126) (6.654)
41.3 141.9 183.9 36.2 130.1 170.3
1SP A4.2 + A2.5TC (1.624) (5.589) (7.240) A1.6TC (1.425) (5.122) (6.705)
) 41.3 140.9 181.9 36.2 129.3 168.6
A2.0TC (1.624) (5.549) (7.161) 1SPA1.6 + A12TC (1.425) (5.089) (6.638)
41.3 140.2 180.4 36.2 128.7 167.5
A1.6TC (1.624) (5.520) (7.102) A0.9TC (1.425) (5.067) (6.594)
41.3 139.4 178.7 35.4 127.6 166.9
A1.2TC (1.624) (5.486) (7.035) 1SP A1.2 + A1.2TC (1.392) (5.022) (6.571)
A0.9TC 41.3 138.8 177.6 : AD.9TC 35.35 127.0 165.8
i (1.624) (5.465) (6.992) i (1.392) (5.000) (6.528)

34.8 125.9 164.7

1SPA0.9 + A0.9TC (1370) (h957) (6459




